Appendix B
Tektronix Color Printer

The Tektronix Phaser 340 Color Printer produces laser-quality color prints
on office paper, transparency film, and peel-off labels. The printer provides
atotal of 17 fonts, 300 x 300 dots-per-inch (dpi) resolution, and 8 M bytes of
memory. In addition, Phaser 340 is easy to use and maintain. Once you
have installed the Tektronix printer driver, you can make color prints from a
variety of software applications.

Installing the Printer Driver

In order to access the Phaser 340, you need to install the Tektronix Windows
driver onto your PC.

Installation procedures should be performed only once.

To install the Tektronix Windows driver from Program Manager:

1. Double-click on the Main group icon.
2. Double-click on the Control Panel icon.
3. Double-click on the Printers icon.

Printers dialog box B Pies ]

[~ Default Printer
HP LaserJet 45i/45iMX PS 300dpi on LPT2: Cancel

[ Installed Printers: Connect...

‘HP Laszerlet 451/451M% PS 300dm on LPT2- |
HP LazerJet 45i/45iMX PS5 600dpi on LPT2:
HP LaszerJet Il on LPT3:

HF LaserJet lll PostScnpt on LPT3:

HFP LaserJet llIP on LPT1:

Bemove

Add »>>

Set Az Default Printer I

[ Use Print Manager

4, Click on the Add button.
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The Printers dialog box expands to display the List of Printers list
box and the Install button.

5. Select Install Unlisted or Updated Printer from the List of Printers list
box.

6. Click on the Install button.

The Install Driver dialog box appears.

Install Driver dialog
bOX Inzert unhisted, updated, or

vendor-provided printer dnver disk in:

Cancel

Browse. ..

1. Type S\NEWPRINT\TEK340.
8. Click on the OK button.
The Add Unlisted or Updated Printer dialog box appears.

Add Unlisted or

H List of Printers:
Update.d Printer AL
dialog box

Tek Phaszer 200e [TekColor) 17
Tek Phazer 200e [TekColor] 39
Tek Phaser 200i [TekColor)

Tek Phaszer 220e [TekColor) 17
Tek Phazer 220e [TekColor] 39

9. Select Tek Phaser 340 (TekColor) from the list box.
10.  Click on the OK button.
Y ou are returned to the Printers dialog box.

11.  Select Tek Phaser 340 (TekColor) on LPT1 from the Installed
Printers list box.

12. Click on the Connect button.
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Connect dialog hox

Printing

=

Select Print Queue
sereen

LPTZ: PS HPIHI@IHSHQE 03@Y
LPTZ PS5 HPII@IHSHQE.03@5
COM1: Local Port
COMZ:  Local Port

Tek Phaszer 200i [TekColor] “
s | Cancel |
‘LPT1:  Local Port : m

[ Timeouts [zeconds]
Device Not Selected: EI

Transmission Retry:

<] Fast Printing Direct to Port

Tektronix Color Printer

13. Select LPT2: PSHPIH@IHSHQE.03@Servers from the list box.

14. Click on the OK button.

Y ou are returned to the Printers dialog box.

15. Click on the Close button.

Y ou can send a print job to the color printer from any application, such as

Harvard Graphics or PowerPoint.

Use of the Phaser 340 should be limited to important jobs that require color.

To send aprint job from an application:

1. Minimize the application, or switch to Program Manager.
2. Double-click on the Network Utilities group icon.
3. Double-click on the Printer Functions icon.

The following screen appears in the Printer Functions window.

1

|

|
R
|

} LPT1/ PRN

| LPT2

| LPT3
|

|

|

l

1

PS HPI I 1 @ HS
PS HPI 1 @HS

Press F10 or ESC to exit this screen.

.03
.03

ervers
ervers
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Modify Job Profile
sereen

Choose a Paper
Format screen

10.
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Use the arrow keysto select LPT2: PSHPII@IHSHQE.03 @Servers,

and press ENTER
Another screen will appear.

Use the arrow keysto select 4 - Modify Job Profile, and press
ENTER.

o e e e e e e e e e e e e e e e e e e e eee—o - B
1 i Modify Job Profile
L

+

Printer Port: LPT2
Print Queue Nane: PS HPI || @ HSHQE. 03@ser vers

For each field, type the appropriate information and press ENTER

1
|
|
l
: Print Banner Page: no

| Banner Title: (i nput)
|

|

|

I

1

Paper format ( FS? : O RMVSI 1
End Spooling Delay (Sec.): 15

Al ternate Recipient:

Show st at us nessages: no

Defaul t print t|rre¥HH:l\/|\/p' ASAP

Del ete from queue after printing (min.): 3

Press F10 to nmke changes; F5 to change paper format
F1- HELP; ESC-Exit this screen.

Make note of the current paper format so that you can reset it back after the color printing job
has completed.

Press F5 on the keyboard to change the paper format.

o e m e e e e e e e e e e e e e e e e e eee—o B e +-
' 11 Choose a Paper For mat

Use the arrow keys to highlight a fornat, and press ENTER

+
CURRENT FORMATS . W DTH . LENGTH -
(in characters) (in lines) -
O RMSI 1 80 66 -
O RML 80 66 -
O RMSI 2 80 66 -
O RMCP1 80 66 -
D1 80 66 -
OAMVPAB 80 66 -
OHRDHPRT 80 66 -
RCCP1 80 66 -
OHRCCP2 80 66 -
ODES1 80 66
ODES2 80 66

..more... (Press PgDn)
F1- HELP; ESC-Exit this screen.

Use the arrow keysto select OIRMCPL, and press ENTER.
Press ESC three times to exit Printer Functions.

From your application, change the current printer selection to Tek
Phaser 340 (TekColor) on LPT2.

Send your print job.
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To switch back to the original printer setting, log out of the network, or change the format
E selection from the Choose a Paper Format screen in Printer Functions.
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